EAST BRADFORD TOWNSHIP
Last’ PUBLIC WORKS DEPARTMENT
Bradford. HIGHWAY OCCUPANCY PERMIT

ROAD RESTORATION DETAIL

SUPERPAVE VOLUMETRIC ASPHALT
MIXTURE DESIGN, HMA WEARING COURSE, VARIES
PG 64-22, 10.0 TO <30.0 MILLION ESALS

9.5 mm MIX, 1.5" DEPTH, SRL—H

EXISTING
SUPERPAVE VOLUMETRIC ASPHALT Ef&g&“&w CONC.
MIXTURE DESIGN, HMA BINDER COURSE, i CURB
PG 64—22, 10.0 < 30.0 MILLION ESALS BITUMINOUS (OPTIONAL)
19 mm MIX, 2" DEPTH TACK COAT
1.5% MIN. SLOPE 1.5% MIN, SLOPE I:' I ‘J:”!E'”
< SRR =lE=E

SUPERPAVE VOLUMETRIC ASPHALT I—HI
MIXTURE DESIGN, HMA BASE COURSE,

PG 64—22, 10.0 < 30.0 MILLION ESALS, . T |
25 mm MIX, 5" DEPTH* // / J:[I [I:E
SUBBASE (NO. 2A), 4" DEPTH T8 in. MIN PennDOT 2A

REMOVE EXISTING BITUMINOUS PAVEMENT AND
BASE MATERIAL. UNDERCUT SUB—BASE TO
| PennDOT 24 OR  RE—BUILD PAVEMENT SECTION. SEAL ALL JOINTS

CUT BACK PAVING
1 FOOT MIN. ALL SIDES SUITABLE MATERIAL

@F TRENCH LIES WITHIN TRAVEL LANE, MILL AND OVERLAY ENTIRE
LANE.
2. IF TRENCH LIES WITHIN CENTER OF ROADWAY, MILL AND OVERLAY
*MATCH EXISTING OR WHICHEVER IS GREATER ENTIRE ROADWAY.
3. REPLACE PAVEMENT MARKINGS WITH DURABLE REPLACEMENTS (i.e.
EPOXY RESIN, HOT THERMOPLASTIC)

PAVEMENT RESTORATION DETAIL
NOT TO SCALE




